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Instructions

The walls of the conservatory are made up from individual frames in a modular system which enables
you to make a conservatory in any size.

The Frames

Each frame is made with two styles and three cross rails (see Page 1). The stile is notched to take the
rails (see Page 1, Stile).

Assembly of the Walls

10 frames are required to make the conservatory, three for each side and four for the front. Two of the
front frames make the doors. Note: The door frames need reducing in height for opening clearance.

Glue 3 frames together to make one side. Repeat this for the other side.
Fit the panels and the mouldings around the panels.
At this point the doors should be hinged to the outer frames of the front.

The Base
The based is cut from 9mm MDF and is 8" x 6”.
Assembling the Conservatory

The two sides should be glued to the base making sure they are at 90°to the base.

Glue one corner post to the end of each side frame. Remember that these are a pair and need to
be right and left handed.

Now glue the front into position which comprises of two sections each with one panel and one
door.

A top rail is now glued to the top of the frames (but not the doors otherwise they won’t open!)

Fit the brickwork to the underside of the base.

Now fit the bottom moulding and note that this stops short at the doors.

Also, fit the moulding between the top and bottom panels — these stop short at the doors.

Fit drip rail above the doors as shown on Page 2.

Assembling the Roof

The roof is made up of 2 frames, 1 ridge piece and the gable end. Refer to the drawings on
Page 4.

The top rail is left square for assembly and bevelled later to angle shown on Page 4. The bevel is
65°

The roof frames should be glued to the ridge piece, then add the gable end.

Before fixing the roof to the main part of the conservatory three rails are fixed to the top rail as
shown on Page 4.

The roof is now fixed in place and then the vertical posts are added.

The completed conservatory can now be painted.

Now fit the glazing followed by the moulding which will hold the glazing in place.

The floor can now be finished to your own choice.

Your conservatory can be left free standing or fitted against your house and is now ready for furnishing.

Simply email us at enquiries@borcraft-miniatures.co.uk for a quotation for the supply of all the stripwood
you will need to complete this conservatory.
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