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WALL PANELLING INFORMATION SHEET

Option 1 — Typical Elizabethan Panelling
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Fix skirting to wall
Fix frame upright 3/3," from end wall.

d rails.

. Add upright and repeat panels and rails.
Repeat until back wall is complete and follow with end walls.

back and end walls, then fit delph rack.

Sandpaper smooth, stain and polish before fitting ceiling.

Detail of Rustic Beam Ceiling

== 8. Fit short beams and then large cross beam.
9. Repeat at other end of ceiling.

10. Add centre beams and cut to fit.

11. Embossed ceiling and frieze paper can be
— added as desired.

The
Elizabethan
Room (right)
shows
examples of
Beams, Iron
on Floor
Boards and
simple Wall
Panelling.
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Details and Instructions for Stop Chamfers

1. Mark position of stop chamfer ¥/ “ from each end
of rail.

2. Use a small flat file at approx 45 ° to form chamfer
up to marks on rails and repeat for all rails.

3. Mark out chamfers on uprights using panels and
rails for guidance and repeat for all rails.

4. The stop chamfers should be carried out before
assembling the panelling. Do not worry about
variations in the chamfers as small irregularities will
add to the authentic look of the finished room.

The School Room
(Right) shows another
example of simple wall
panelling used on the
angle to show depth
and interest to the

To make the panelling look old and worn we suggest
staining and before it dries take a cloth dampened in white
spirit and lighten the stain in the centre of the panels by
rubbing gently.

When the stain has dried apply one coat of Sander Sealer
and allow to dry. Rub down carefully with 0000 Steel Wool.
This will wear away the stain and sealer on the edges of
the rails to give an aged appearance. Apply two coats of
white French Polish, lightly sanding between coats. Allow
to dry overnight and gently rub down with Steel Wool.
Remove dust and then Wax Polish.

Elizabethan Room

room. It also gives the
illusion that the school
corridor runs along the
other side of the wall
when in reality the
room is as square as
the Elizabeth room on
the left.

School Room



Elizabethan End Walls & Chamfer Detail
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Mouldings and Stripwood used in this panelling

Skirting 316" x Yg"
Top Rail 316" x g
Delph Rack PF2
Ceiling Beams RB1 & RB2
Back & End Walls Depends on size of room
Vertical Frame Members v X Mg
j End Wall Frame Rails v X Mg

Moulding lengths will depend upon the size of room

Option 2 — Wainscott Wall Panelling
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Wainscott panelling is suitable for kitchens and hallways.
The illustration above shows alternative board treatments:

1. Shows a board with a quirk on one edge (moulding) and a bevel on the other.
2. This board has bevels to both edges.



Option 3 - Borcraft Adapta Panelling ©

This is a simple but versatile Panel System which can be adapted to suite any size required. It consists of vertical
Stile members, Cross Rails, Panels and Panel mouldings; Skirting can be used from our standard range. The
Panelling can be made to fit from floor to ceiling and a Cornice fitted or to Frieze height with a Plate Shelf and
Cornice. Various suggestions are shown. By using this system it allows for the wiring for your lights to be fitted under
the panels. A complete Panel System with all mouldings and pane Is cut to size to suit your room can be
supplied.

Construction Details

First decide on the height of the Panelling. Then divide it into the number of Panels required, allowing for Skirting and
Cornice. Then mark out on the Vertical Stiles the size of the Panels allowing for the Cross Rails (see Fig 2). Notch
the Vertical Stiles as shown for the Cross Rails. The Cross Rails should be cut square to the width of the Panels.
The moulding APS2 is used for the inner Stiles and Cross Rails and the APS1 moulding for the end of the Panel
System or where it meets in corners of rooms or against a Door or Window.

Start by gluing the first Stile to a wall making sure it is at right angles to the floor. Then add the Cross Rails followed
by the next Stile. When the wall is completed glue Panels in place and then fit and glue the Panel moulding in
position. The finished Panelling can be painted or stained and polished.



Option 4 — Jacobean Panelling



Jointing of Stiles for panelling and frieze

When constructing the
panelling cut all the uprights
to length and mark on the
edges the position of the
horizontal rails. These
should then be cut and
mitred as shown in the
exploded section of the
drawing below.

Cut the horizontal rails to
length and mitre the ends as
shown.

Where the panelling meets in
the corners a piece of 1/8”
square Stripwood is glued
into each corner. Note: The
half styles JPS/T2 are used
at the end of the panelling
and round fireplaces.

The panels should now be
cut to the size required and
these will be determined by
the length of the rails which
gives the width of the panels
and the height from your
vertical spacing.

Sandpaper the face of all
panels before assembling
the panelling.

For finishing technique see
section on the Elizabethan
Panelling on Page 7 of this
article.



Option 5 — Moulding Plans for Georgian Room
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Note:

If you have the luxury of making
your own dolls house and plan
to make this room to the
measurements above, then the
list of mouldings to the right of
this drawing will be required to
complete this layout.

Schedule of Mouldings

Ref Description Qty
C6 Cornice 3
GD6 Dentils 50 (pk)
PF9E Picture Rail 3
GDR Dado Rail 2
SKG  Skirting 2
PF8 Panel Moulding 16
GFPCB Fireplace Kit Inc

Chimney Breast * 1
* Optional

All mouldings are 18” long

The skirting should be cut and fit
then glued in position.

The top edge of the dado rail is 3"
from the floor level and should now
be fitted and glued in place.

Using the drawing for guidance,
measure and cut PF8 moulding to
form the panels, mitring at the
corners. Draw lines parallel to the
walls and above and below the
dado rail at a distance of 3/8". This
forms a guide for positioning the
panel mouldings. Now glue the
mitred mouldings in place.

Fit the picture rail PF9E and glue in
place according to the drawing.

Fit the cornice C6 by cutting and
mitring.

Glue the dentils GD6 in place
using the drawing for guidance.
Cut and fit appropriate ceiling
paper, making sure the pattern is
centralised on the ceiling and glue
in place.

Your room is how ready to
decorate to your taste.



